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(5) No vessel may be anchored over
revetted banks of the river or within
any cable or pipeline area. The loca-
tions of revetted areas and cable and
pipeline areas may be obtained from
the District Engineer, Corps of Engi-
neers, New Orleans, LA.

(6) The intention to transfer any
cargo while in an anchorage shall be
reported to the Captain of the Port,
giving particulars as to name of ships
involved, quantity and type of cargo,
and expected duration of the operation.
The Captain of the Port shall be noti-
fied upon completion of operations.
Cargo transfer operations are not per-
mitted in the New Orleans General or
Quarantine Anchorages. Bunkering and
similar operations related to ship’s
stores are exempt from reporting re-
quirements.

NoOTE: Activities conducted within a des-
ignated anchorage (e.g. cargo transfer, tank
cleaning, stack blowing, etc.) may be re-
stricted by other Federal, State or local reg-
ulations. Owners, or persons in charge of any
vessel should consider all safety and/or envi-
ronmental regulations prior to engaging in
any activity within designated anchorages.

(7) Nothing in this section relieves
the owner or person in charge of any
vessel from the penalties for obstruct-
ing or interfering with navigational
aids or for failing to comply with the
navigation laws for lights, day shapes,
or fog signals and any other applicable
laws and regulations.

[CGD 77028, 46 FR 49850, Oct. 8, 1981, as
amended by CGD 77-028, 47 FR 12793, Mar. 25,
1982; CCGD 8-82-02, 47 FR 53367, Nov. 26, 1982;
CCGD 8-82-13, 48 FR 11269, Mar. 17, 1983;
CCGD 8-82-19, 48 FR 53697, Nov. 29, 1983; CGD
8-84-21, 50 FR 25710, June 21, 1985; CGD 8-83-
10, 50 FR 26989, July 1, 1985; CGD8-85-02, 50
FR 30269, July 25, 1985; CGD8-87-06, 52 FR
37614, Oct. 8, 1987; CGD8-88-17, 53 FR 50404,
Dec. 15, 1988; CGD08-93-021, 59 FR 13458, Mar.
22, 1994; CGD08-96-002, 61 FR 16712, Apr. 17,
1996]

§110.196 Sabine Pass Channel, Sabine
Pass, Tex.

(a) The anchorage area. The navigable
waters of Sabine Pass within a trape-
zoidal area 1,500 feet wide and varying
uniformly in length from 5,800 feet to
3,000 feet with the long side adjacent to
the northeasterly edge of Sabine Pass
Channel at a location opposite the
town of Sabine Pass.
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(b) The regulations. (1) The anchorage
area is for the temporary use of vessels
of all types, but especially for naval
and merchant vessels awaiting weather
and tidal conditions favorable to the
resumption of their voyages.

(2) Except when stress of weather or
adverse tides or currents make sailing
impractical or hazardous, vessels shall
not anchor in the anchorage area for
periods exceeding 48 hours unless ex-
pressly authorized by the Captain of
the Port to anchor for longer periods.

(3) Vessels shall not anchor so as to
obstruct the passage of other vessels
proceeding to or from available anchor-
age spaces.

(4) Anchors shall not be placed
channelward from the anchorage area,
and no portion of the hull or rigging of
any anchored vessel shall extend
channelward from the limits of the an-
chorage area.

(5) Vessels using spuds for anchors
shall anchor as close to shore as prac-
ticable having due regard for the provi-
sions in paragraph (b)(3) of this section.

(6) Fixed moorings, piles or stakes,
and floats or buoys for marking an-
chorages or moorings in place are pro-
hibited.

(7) Whenever the maritime or com-
mercial interests of the United States
so require, the Captain of the Port is
hereby empowered to shift the position
of any vessel anchored or moored with-
in or outside of the anchorage area in-
cluding any vessel which is moored or
anchored so as to obstruct navigation
or interfere with range lights.

§110.197 Galveston Harbor, Bolivar

Roads Channel, Texas.

(a)(1) Anchorage area (A). The water
bounded by a line connecting the fol-
lowing points:

Latitude Longitude
29°20'48.5" N 94°42'54.0" W
29°20'43.0" N 94°44'46.5" W
29°21'15.0" N 94°44'27.0" W
29°21'05.0" N 94°42'62.0" W

and thence to the point of beginning.

(2) Anchorage area (B). The water
bounded by a line connecting the fol-
lowing points:

394



Coast Guard, DOT

Latitude Longitude
29°20'43.0" N 94°44'46.5" W
29°20'37.0" N 94°46'08.0" W
29°21'14.0" N 94°45'50.0" W
29°21'15.0" N 94°44'27.0" W

and thence to the point of beginning.

(b) The regulations. (1) The anchor-
age area is for the temporary use of
vessels of all types, but especially for
naval and merchant vessels awaiting
weather and other conditions favorable
to the resumption of their voyages.

(2) Except when stress of weather
makes sailing impractical or haz-
ardous, vessels shall not anchor in an-
chorage area (A) exceeding 48 hours un-
less expressly authorized by the Cap-
tain of the Port to anchor for such
longer periods.

(3) No vessel with a draft of less than
22 feet may occupy anchorage (A) with-
out prior approval of the Captain of the
Port.

(4) Vessels shall not anchor so as to
obstruct the passage of other vessels
proceeding to or from available anchor-
age spaces.

(5) Anchors shall not be placed in the
channel and no portion of the hull or
rigging of any anchored vessel shall ex-
tend outside the limits of the anchor-
age area.

(6) Vessels using spuds for anchors
shall anchor as close to shore as prac-
ticable, having due regard for the pro-
visions in paragraph (b)(4) of this sec-
tion.

(7) Fixed moorings, piles or stakes,
and floats or buoys for marking an-
chorages or moorings in place, are pro-
hibited.

(8) Whenever the maritime or com-
mercial interests of the United States
s0 require, the Captain of the Port, or
his authorized representative, is hereby
empowered to direct the movement of
any vessel anchored or moored within
the anchorage area.

[CCGD8-85-21, 55 FR 11369, Mar. 28, 1990]

§110.205 Chicago Harbor, I1l.

(a) The anchorage grounds—(1) An-
chorage A, exterior breakwater. South-
west of a line parallel with and 150 feet
southwestward of the exterior break-
water; west of a line parallel with and
150 feet west of the south extension of
the exterior breakwater; northeast of a
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line parallel with and 1,500 feet south-
westward of the exterior breakwater;
and east of a line parallel with the
south extension of the exterior break-
water and 500 feet eastward of the east
face of the filtration plant.

(2) Anchorage B, south arm. West of a
line parallel with and 150 feet west of
the south arm of the exterior break-
water; north of a line perpendicular to
the south arm at its south end; east of
a line parallel with the south arm,
about 2,200 feet therefrom and on line
with the east face of the Municipal
Pier; and south of a line perpendicular
to the south arm 700 feet from its north
end.

(3) Anchorage C, shore arm. South of a
line parallel with and 150 feet south-
ward of the shore arm of the exterior
breakwater; west of a line parallel with
the south extension of the exterior
breakwater, 100 feet westward of the
east end of the shore arm; northwest of
a line perpendicular to the Lake Shore
Drive revetment and 300 feet northwest
of the northwest corner of the filtra-
tion plant; and east of a line parallel
with and 600 feet lakeward of the Lake
Shore Drive revetment.

(4) Anchorage D, Chicago Harbor Lock
South. Beginning at a point 35.5 feet
South (16 feet South of the South face
of the Southeast guidewall) and 28.0
feet West of the SE Guide Wall Light;
thence Westerly and parallel to the
guidewall 800 feet to a point that is 16
feet South of the South face of the
Southeast guidewall; thence Southerly
80 feet to a point that is 96 feet South
of the South face of the Southeast
guidewall; thence Easterly 800 feet to a
point that is 96 feet South of the south
face of the southeast guidewall; thence
Northerly 80 feet to the point of begin-
ning.

(5) Anchorage E, Chicago Harbor Lock
North. Beginning at a point 156.75 feet
North (16 feet North of the North face
of the Northeast guidewall) and 590 feet
West of the SE Guidewall Light; thence
Westerly and parallel to the guidewall
600 feet to a point that is 16 feet North
of the North face of the Northeast
guidewall; thence Northerly 80 Feet to
a point that is 96 feet North of the
North face of the Northeast guidewall;
thence Easterly 600 feet to a point that
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